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Date:

Principal Investigator:

Room & Building:

Phone Number:

Section 1: �%ULHI�7LWOH� (Check One)

Process Hazardous Chemical Hazard Class

Section 2:  Describe Process, Hazardous Chemical or Hazard Class.

Section 3:  Potential Hazards.

Section 4:  Personal Protective Equipment.

Continued on page 2...



Section 5:  Engineering Controls.

Section 6:  Special Handling and Storage Requirements.

Section 7:  Spill and Accident Procedures.

Section 8:  Decontamination Procedures.

Section 9:  Waste Disposal Procedures.

Section 10:  Material Safety Data Sheet Locations.
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Section 11:  Protocol(s):


	date: 07/13/2014
	pi name: Dr. Vincent Remcho
	room & building: Linus Pauling Science Center 296
	phone number: 541-737-8181
	process: On
	haz chem: 
	haz class: 
	section 2 - general: 
	section 3 - general: 
	section 4 - general: 
	section 5 - general: 
	section 6 - general: 
	section 7 - general: 
	section 8 - general: 
	section 9 - general: 
	section 10 - general: 
	section 2 - info: The Quickutz Silhouette SD is used for cutting paper, films and other thin and flexible materials.
	section 2 - show: 
	section 2 - hide: 
	section 3 - info: Sharps Hazard: Be careful when handling the cutter blades
Electrical Hazard: Be sure the unit is grounded
Keep hands, hair, and clothing away from the cutter while in use.  Not doing so could cause harm or injury
	section 3 - show: 
	section 3 - hide: 
	section 4 - info: PPE will vary depending on the substances being studied.  Read the MSDS to determine the appropriate level of PPE.  At a minimum, safety glasses should be worn.
	section 4 - show: 
	section 4 - hide: 
	section 5 - info: The Quickutz Silhouette SD is equipped with a safety cover over the carriage and blade.  Using this during operation greatly reduces the risk of harm or injury.
	section 5 - show: 
	section 5 - hide: 
	section 6 - info: There are no special handling or storage requirements for the Quickutz Silhouette SD
	section 6 - show: 
	section 6 - hide: 
	section 7 - info: While spills are unlikely a chemical spill kit is available in LPSC 296.  Accident and spill cleanup procedures should be conducted according to MSDS and LCHP. 
	section 8 - info: No specific decontamination procedures are needed for the Quickutz Silhouette SD.  Proper decontamination procedures for the substances being imaged will be listed in the MSDS.
	section 9 - info: Waste disposal procedures will vary depending on the substance being used.  Refer to the MSDS for disposal procedures. Consult with EH&S (Facility Services: 737-2969) for more information about proper waste disposal procedures.  Dispose of materials according to EH&S and MSDS.  Under normal circumstances waste materials can be disposed of in the garbage.
	section 10 - info: Material Safety Data Sheets are available online at http://oregonstate.edu/ehs/sds.  Review all relevant MSDS before operating.
	section 7 - show: 
	section 7 - hide: 
	section 8 - show: 
	section 8 - hide: 
	section 9 - show: 
	section 9 - hide: 
	section 10 - show: 
	section 10 - hide: 
	Section 11 - general: 








-Plug the unit into a USB port on the computer and the electrical outlet.
-Turn on the unit
-Open the Robomaster software
-Load your file (.dxf format)
-Under File -> Document Settings -> click 'Use Carrier Sheet'.  This will give you a visual of the cutting mat.
-Attach your media (filter paper, polymer film, etc to the reusable cutting mat, (tape is often necessary to ensure a good hold)).
-Load media (press enter button)
-Position the design on the screen, ensure that there is sufficient material to complete the entire cutting operation.
-Click on the Craft Robo icon (small cutter and paper)
-Click 'OK'
-Adjust the speed and thickness depending on the material you are cutting
_Click 'Cut'.
-Click 'OK'.
-Unload media (press enter button)
	Section 11 - info: 
	section 11 - show: 
	Sectio 11 - hide: 
	prepared by: Christopher Heist
	Instrument, process, method, chemical TITLE: Quickutz Silhouette SD Plotting Cutter


